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SEE ENLARGED PLANS SECTION DETAILS:

THRESHOLD PEDESTAL PLACEMENTS

PERIMETER PEDESTAL PLACEMENTS OPTIONS

RADIUS PERIMETER PEDESTAL PLACEMENTS

DIAGONAL PERIMETER PEDESTAL PLACEMENTS

DRAIN PEDESTAL PLACEMENTS

LOW CAVITY PEDESTAL PLACEMENTS

SLOPE 1/4" PER 
1' - 0" (TYP)
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GENERAL NOTES: APPLY TO ALL OF THE ABOVE PRODUCTS
1. INSTALLATION MUST BE COMPLETED IN ACCORDANCE WITH BISON INNOVATIVE PRODUCTS SPECIFICATIONS.
2. DRAWINGS NOT TO SCALE.
3. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.BisonIP.com
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SAMPLE DECK PLAN
OVERVIEW OF TYPICAL PEDESTAL PLACEMENTS
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